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Surrogate Anti-Tank Weapon Simulators

These surrogate training devices realistically
simulate the weight, feel and operational procedures
of the actual weapons. Tanks and other targets can
be killed out to the weapon’s maximum effective
range. The simulated weapon launcher tube con-
tains the control electronics and a laser transmitter
aligned to the weapon sights. Firing realism is
enhanced by the flash and smoke produced by the
Anti-Tank Weapon Effects Simulator (ATWESS). Data
communication between the surrogate and the torso
harness couples the shooter’s ID to the transmitted
kill word and records firing events in the DPCU.
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Features:

■ Size, Weight, Balance and Operation Closely Replicate Real Weapon

■ Fires Standard M22 ATWESS Cartridges to Simulate the Signature of a Round Firing

■ Player’s ID Is Transmitted in the Surrogate’s Laser Transmission

■ Surrogate Weapon Firing Events Reported to and Stored in Manworn Unit’s Memory

■ A “Killed” Player Cannot Fire Weapon

■ LED Displays Rounds Remaining, BIT Results, Low Battery

■ Interface with Controller Device

Specifications:

Weight: Replicates actual weapon

Dimensions: Replicates weapon

Battery: Two Standard Alkaline AA cells provide 100 hours of operation

Laser: Class 3 eye safe per ANSI Z136.1-1993

Range: 300 meters

Tested and Qualified to
MIL-STD 810E environment:

Temperature: -18°C to 49°C Operational (plus 1120 W/m2 solar heating)

-33°C to 70° Storage

Immersion: Rain

Functional Shock: 40 Gs, 11 m sec.

Humidity: Operational: 5 to 95 % RH

Salt Fog: 672 hours aluminum; 167 hours steel

EMI: RE102, RS 103 -10 kHz to 2 MHz- 20 V/meter and 2 MHz to 18 GHz 50 V/meter

Transit/Storage Case: Rugged-high impact polyethylene, stackable, ATA Specification 300
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